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 Penetuan laju produksi dari suatu sumur merupakan pekerjaan yang penting 

untuk memperoleh perolehan minyak yang sebesar-besarnya. Laju produksi yang 

terlalu besar akan mengurangi efisiensi perolehan minyak serta dapat menyebabkan 

terjadinya penurunan tekanan dengan cepat, sehingga akan mengakibatkan gas 

yang berasal dari larutan minyak dan air akan ikut terproduksi secara cepat. Untuk 

dapat memproduksikan minyak dengan hasil perolehan yang maksimum (Ultimate 

recovery), maka perlu dilakukan penentuan laju produksi.  

Laju produksi fluida berpengaruh terhadap pemilihan jenis dan ukuran 

pompa. Hal ini terjadi karena setiap jenis pompa memiliki laju produksi optimum 

yang berbeda yang dimana sesuai dengan yang dianjurkan berdasarkan jenis dan 

ukuran pompa tersebut. Dengan berjalannya waktu, maka tekanan dan jumlah 

fluida yang terproduksikan dari suatu reservoir akan terus menurun, sehingga sudah 

tidak dapat lagi mengalirkan fluida reservoir secara Natural Flow dengan produksi 

water cut yang tinggi, maka digunakanlah metode pengangkatan buatan / artificial 

lift untuk mengangkat fluida dari dalam sumur yang dimana dalam hal ini yang 

dimaksud adalah Electrical Submersible Pump. 

Hasil analisa yang didapatkan setelah dilakukan evaluasi terhadap pompa 

yang terpasang terhadap kemampuan produksi suatu sumur adalah mengalami 

kenaikan jumlah produksi dimana pada pompa yang terpasang adalah DN 440/143 

didapatkan nilai PI = 0,175 BFPD/Psi, Efisiensi Pompa = 48,36%, %EV = 96%, 

Qoil = 65 BOPD. Sedangkan pompa yang cocok dipasang pada sumur tersebut 

adalah DN 280/154 yang dimana didapatkan nilai PI = 0,202 BFPD/Psi, Efisiensi 

Pompa = 45,51%, %EV = 96%, Qoil = 89 BOPD 
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ABSTRACT 
 

EVALUATION & OPTIMIZATION OF ELECTRICAL SUBMERSIBLE 

PUMP (ESP) PERFORMANCE PRODUCTION IN WELL #252 FIELD “Y” 

PETROGAS (Basin) Ltd - SORONG 

 

By : Andhika Rizky Setyawan 

Supervisor : Aries Prasetyo, ST., MT 

 

 Determining the production rate from a well is an important task to obtain 

the maximum oil recovery. A production rate that isi too large will reduce the 

efficiency of oil recovery and can cause a rapid drop in pressure, which will result 

in gas originating from the oil and water soliution being produced quickly. To be 

able to produce oil with maximum recovery results, it is necessary to determine the 

production rate. 

 The fluid production rate influences the selesction of pump type and size. 

This happens because each type of pump has a different optimum production rate 

which is in accordance with what is recommended based on the type and size of the 

pump. As time goes by, the pressure and amount of fluid produced from a reservoir 

will continue to decrease,so that it can no longer flow reservoir fluid in a natural 

flow with high water cut production, so an artificial lift method is used. which in 

this case is meant by Electrical Submersible Pump 

 The results of the analysis obtained after evaluating the installed pump on 

the production capacity of a well is that there has been an increase in the amount 

of production. Where the installed pump is DN 440/143, the PI value = 0.175 

BFPD/Psi, Pump Efficiency = 48.36%, %EV= 96%, Qoil = 65 BOPD. Meanwhile, 

the pump that is suitable to be installed in the well is DN 280/154 which results in 

a PI value = 0.202 BFPD/Psi, Pump Efficiency = 45.51%, %EV = 96%, Qoil = 89 

BOPD 
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